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D3 PVA White Glue  
1 - Description  
 

Akfix D3  is a ready to use water resistant wood adhesive based on polyvinyl acetate 

homopolymer emulsion. It is specially formulated to conform to EN 204 (D3).  

2 – Properties & Features  
 

• Conforms to D3 according to DIN EN 204.  

• Excellent bond strength on hard, and soft woods  

• Water based  

• Easy application  

3 – Fields of Application  

 

• Suitable for gluing all types of wood, wooden materials and flat laminates,  

• Wood to wood, soft - and hardboard, synthetic resin board and chipboard,  

• Suitable for fixing paper, cardboard, paper or textile -backed PVC cloth to wood and 

board,  

• May also be used to bond outdoor timber constructions such as window -frames and 

external doors,  

• Particularly suitable for moisture -resistant bonds which have to fulfil l high demands.  

 

4 - Directions for Use  

 

D3 Adhesive can be applied using mechanical glue spreader, brush or hand roller and air 

activate  glue gun.  

 

5 – Product Information  

 

Packaging  500 gr, 3 kg, 10 kg, 30 kg  

Shelf Life  12 months  

Storage Condition  Between +5°C and +25°C  
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6- Technical Data  

 

 

Material   Press Heat  

 +20 °C  +50  °C  +80  °C  

Wood to wood  30 min.  8 min.  4 min. 

Coating to wood  20 min.  4 min. 2 min. 

Synthetic wood coatings  30 min.  6 min. 3 min. 

 

7– Remarks & Restrictions  

 

Full water resistance is achieved after 7 days. The product should be thoroughly mixed 

before use.  

Addition of water to D 3 Adhesive is not recommended.  

Rotate stock using oldest material first. Do not mix with other adhesives. Protect from 

freezing.  

 

 

 

 

 Parameters                                                  Method  / Conditions                                               Value  

Basis   Vinyl Acetate polymer  

Appearance   White paste  

Density   1,10 g/mL  

Solids %   % 54 ± 1 

Filming Time  (20°C)  Min. 10 minutes 

Water Resistance Class  DIN EN 204  D3 

Viscosity  
at 20°C (Spindle No 6, 

20 rpm)  

14400± 800 cps  

Moisture content in wood   

8 - 12 %, Increase press 

time for  higher moisture 

content.  

Glue line pressure for hardwood   9 - 12 kg/cm 2 

pH   5-6 

Consumption   70 -130gr/m 2 
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8– Safety  

 

Contains reaction mass of 5 -chloro -2-methyl -2H-isothiazol -3-one and 2 -methyl -2H-

isothiazol -3-one (3:1) . May produce an allergic . Keep out of the reach of children.  Check 

MSDS guidelines for disposal and further information concerning safety.  

 

9– Disclaimer  

 
The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any err ors, 

inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue of this document  

and the date the product is acquired. Before using the product, the user should carry out any necessary tests in order to ens ure that the 

product is suitable for the intended application. Moreover, all users should contact the seller or the manufacturer of the pr oduct for 

additional technical information concerning its use if they think that the information in their possession needs to be clarified in any way, 

whether for normal use or a specific application of our product. Our guarantee applies within the context of the statutory re gulations and 

provisions in force, current professional standards and in accordance with the stipulatio ns set out in our general sales conditions. The 

information detailed in the present technical data sheet is given by way of indication and is not exhaustive. The same applie s to any 

information provided verbally by telephone to any prospective or existing customer.  


